
    End voltage per cell    1hr                 3hr                    5hr                  8hr                 10hr                24hr               48hr                72hr               120hr    

 1.75V                  442.8               214.3                146.0               100.3              83.6                 37.7                 19.3                  13.2                8.40          

 1.80V                  420.6               209.5                142.7              98.4                82.5                 36.9                 19.0                  13.0               8.30              

 1.88V                  337.3               181.2                 127.4             91.0                76.2                 34.8                 17.6                  12.0                7.60              

 1.85V                  371.4              192.2                133.7              94.4                79.2                35.8                 18.2                  12.5                8.00              

 1.83V                  396.8              203.2                 140.5              97.8                82.1                 36.9                 18.9                 12.9                8.20               
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Nominal Voltage                                  2V

Capacity                                         800Ah (10hr to 1.80V/cell @25℃)

                                                            960Ah (120hr to 1.85V/cell @25℃) 

Typical Weight                                         60kg

Internal Resistance                     Approx 0.18mΩ

Short-Circuit Current                                  

Self Discharge

Temperature Ranges                              Operation(recommended):15℃~25℃

                                                                    Operation(maximum):-40℃~50℃

Max. charging current                            240A

Max. constant charging current                160A 

Charge Voltage Floating:2.25V (25℃)

                             Equalizing/Cycle:2.30V(25℃)

Terminal                                          M8 embedded copper 

Terminal Hardware Torque                           >10N·m

The residual capacity is above 90% after 90 days storage (25℃)
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     Add:Building A, No.822 Wen'er West Road, Hangzhou, China
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