stored energy solutions for a demanding world

The AcmeG range front access gel batteries is designed based on the
Acme series.Using the polymer gel electrolyte with real front access
structure.The state of the art internal and external design ensures
AcmeG the high reliability and makes the installations quite simple and
safe when placed on a standard relay rack tray or in a closed cabinet.
The design float life is 12 years at 20°C(68°F).
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Specifications

Nominal Voltage 12V
Rated Capacity 85Ah (10 hour rate) to 1.80V/cell @25°C(77°F)
Typical Weight 31.5kg

Internal Resistance
Temperature Ranges

Float Voltage

Recommended Maximum
Charging Current Limit

Equalize and Cycle Service

Self Discharge

Discharge Data with Constant Power

Approx 6.52mQ

-40°C to 50°C(-40°F to 122°F)
15°C to 25°C(59°F to 77°F)
-20°C to 40°C(-4°F to 104°F)

2.25V/cell@25°C(77°F)

Operation (maximum) :
Operation (recommended) :
Storage:

21.25A

2.35V~2.40V/cell@25°C(77°F)

The residual capacity is above 90% after 90 days storage(25°C/77°F)

Terminal M6 Female

Terminal Hardware Torque 8+ 1.0Nm

Container Material ABS (VO optional)
Constant Current Discharge Charactenstlcs Umts Amperes (25° C 77°F

1.60V 305.6 1642 999 722 584 335 24.3 19.1 16.1 13.8 10.6 875 740 464 387
1.67V 287.0 1583 982 71.6 581 333 239 190 160 137 105 866 739 460 3.84
1.70V 2845 1558 96.5 71.1 576 331 237 189 158 136 105 866 731 459 384
1.75V 261.6 150.7 957 70.6 568 322 235 186 157 135 104 858 731 458 3.84
1.80V 2345 1405 914 677 553 319 233 186 154 132 103 849 726 453 3.83
1.83V 2235 1287 89.7 654 529 315 225 177 148 128 101 818 690 452 3.77
1.85V 209.1 1253 835 629 513 303 219 175 145 125 980 811 682 443 373

Units: Watts per cell (25°C, 77°F)

Crraie | SMIN | 1SMIN | SOMIN | 4SMIN] IR | 2HR [ GHR [ 4HR_SHR | 6HR | 8HR | f0HR | 12HR | 20HR | 24HR |

160V 5119 2864 1789 1344 1093 632 462 36.6 308 266 206 169 142 9.15

1.67V 4924 2813 1772 1335 1084 63.1 456 365 30.8 264 205 168 142 9.07 7.64
170V 489.8 2780 1772 1335 1084 628 456 364 304 263 203 166 142 907 7.63
175V 4598 2763 1764 1327 1068 625 451 364 304 262 202 166 141 907 7.63
1.80V 4205 2612 1722 1302 1059 623 450 363 299 259 201 166 141 907 7.6l
1.83V 409.6 2393 1705 1260 101.7 615 439 349 292 252 199 162 136 9.07 7.56
1.85V 3843 2335 1579 1209 984 595 427 345 286 247 193 160 135 890 7.50

Copyright Narada Power Source Co.

, Ltd.

www. naradabattery. com



stored energy solutions for a demanding world

NaZaracli=
Ac/m;G Series

Terminal Voltage(V) Vs. Discharge Time (25°C, 77°F)
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Charging Procedures

Discharge Current VS. Discharge Voltage

Charge Voltage (V/Cell)

Max.

C Set Allowable
Application Temperature - Charge
Point Range Current

Cycle 25°C 2.40 2.35~2.40
0. 25C

Standby 25°C 2.25 2.23~2.27

Final
Discharge
Voltage
V/Cell

1.80 1.70 1.55 1.30

Discharge

Current (A)| 0.2C=(A) 0.2C<(A)<0.5C| 0.5C<(A)<1.0C| (A)>1.0C
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